
1200 × 1000 Universal Plastic Pallet

The Universal plastic pallet has been engineered to offer high 
performance at low cost, accepting dynamic loads up to 1500 kg, 
and racking loads of 750 kg – with a net weight of only 14 kg!  
Ideal for closed loops, distribution, production areas and 

exports – across all industry sectors  – Food, Retail, Newspapers, 
and Pharmaceuticals.  The open deck, with flow through block 
design, ensures effective cleaning and quick drying – either 
manually or through automated washers.

I n n o v a  P a c k a g i n g  S y s t e m s

Rounded perimeter border reduces the risk of 
fork access damage to an absolute minimum.
Pallet available on 3 or 5 runners by insert in the 
mould.

The open deck, with flow through 
block design, ensures effective cleaning 
and quick drying.

For additional product and fork stability, up to 
twelve anti-slip pads can be added to the topdeck, 
and a further four on the base runners, to reduce 
pallet movement.

Pallet available with or 
without lip by insert in 
the mould.



Would you like to receive the technical drawing of this product?
Your IPS contact person helps you with this.

Technical data

Technical drawing

Dimensions*
length� 1.200 mm
width� 1.000 mm
height� 155 mm
window opening� 95 mm
*	 Dimensions and tolerances in accordance with ISO, 

AFNOR, DIN, CEN.

Load capacity*
static� 4.500 kg
dynamic� 1.500 kg
in rack**� 750 kg
*	 loading capacities can vary according to the type of load

**	homogeniously distributed load

Weight* 3 skids� 14 kg (±2 %)

Weight* 5 skids� 14,6 kg (±2 %)
*	 Weight can fluctuate in case of recycled material.

Temperature range
in use� -20°C up to +50°C
cleaning� up to +100°C

Characteristics
•	 standard colours: virgin grey and 

recycled black
 •	high impact-resistant PPC or HDPE
•	 suited for use on automatic conveyor 

systems
•	 biologically stable
•	 high performance light pallet 

suitable for industrial uses
•	 flow through design: washes and 

drains quickly
•	 adapted to use with wrap and shrink 

films
•	 perimetric impact zones
•	 UV and weather resistant

Options
•	 special colours available upon 
request (minimum order: 
1.000 units)

•	 with or without retaining rim
•	 personalisation possible: silkscreen 

printing or insert
•	 anti slip gromments on/under 

palletdeck-runners
•	 available on 3 or 5 runners
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